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Avseal® II
sealing plug

FOR BOTH LOW-PRESSURE AND HIGH-PRESSURE
HOLE SEALING APPLICATIONS

HOLE FILL AND HIGH LEAK RESISTANCE

EFFICIENT STEM LOCKING DEVICE

WIDE CHOICE OF INSTALLATION TOOLS



www.avdel-global.com

OvOvOvOvOvererererervvvvviewiewiewiewiew

The new range of Avseal® II blind sealing plugs are
unique in the efficient sealing performance they
provide in low and high pressure hole sealing
applications. The rapidly installed two-piece plug
offers technical characteristics that:

• Greatly improve quality and safety in demanding
applications

• Simplif y hole preparation and the installation
process

• Offer an increased number of potential applications

• Lower assembly costs

Avseal® II Sealing plug
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Fully annealed sleeve – high sealing performance
Hole fill capacity – improved seal and wider hole tolerance
Larger hole tolerance – simplified hole alignment when automated placing is required
Seal by compression of the sleeve – improves sealing with great hole fill capability over a wider hole
tolerance
Internal lock – flat nose tip and ease of use
Improved stem retention – increased vibration resistance
No locking ring formed by nose tip – standard equipment reduces preventative maintenance
Low force special version – can be used in thin wall applications
Tapered sleeve and stem – ease of entry into application and nose tips, suited to automated systems
Shorter placed length, blind side protrusion reduced – use in restricted space or thin wall
Can be easily modified – can suit specific applications
Ease of placing with standard tooling – quality of seal is not operator dependant

Designed for both low-pressure
and high-pressure blind hole
sealing applications

• High leak resistance
• Exceptional hole fill
• Efficient stem
   locking device
• Wide choice of
    installation tools
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Avseal® II Sealing plug
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Thin wall applications
Restricted space
Shorter hole length
High pressure applications
Holes with large tolerance
Automotive low pressure applications
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4mm – 7mm in 1mm increments in the high pressure
resistance version (8mm – 20mm on special
requests)
8mm – 20mm in 1mm increments in low pressure
version, primarily for automotive applications
Low pressure version offers a reduced radial
expansion force

Can replace the current Avseal® plug in almost all
existing applications
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The Avseal® II range can be installed with the
current selection of structural hand tools and
automated placing equipment. The tapered end of
the plug’s stem ensures it is easy to feed into the
tooling equipment, while the taper on the sleeve
allows ease of entry into an application

Cylinder heads

Gear box

Valves Pumps

Counterbalance cover
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NoticNoticNoticNoticNotice:e:e:e:e:

Avseal® II is patent pending.

The information provided in this document is correct at the time of print but will be subsequently subject to
change at the discretion of Avdel® without prior consultation. Product and data information is provided for
guidance only and may not therefore be representative of future product supply or performance.


